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G -  g L D l t A/F

G 1/4 A -  G 1/8 16 18 12 12 19

G 1/4 A -  G 3/8 23 20 12 13 24

G 1/4 A -  G 1/2 28 20 12 15 27

G 1/8 A -  G 1/4 30 15 8 12 19

G 3/8 A -  M 14x1.5 21 24 12 13 24

G 3/8 A -  M 16x1.5 24 24 12 13 24

G 3/8 A -  M 18x1.5 25 24 12 15 24

G 3/8 A -  G 1/4 24 22 12 17 22

G 3/8 A -  G 1/2 25 26 12 15 27

G 1/2 A -  M 16x1.5 22 26 14 13 27

G 1/2 A -  M 18x1.5 25 26 14 15 27

G 1/2 A -  G 3/8 22 26 14 17 27

G 1/2 A -  G 3/4 28 26 14 17 32

G 3/4 A -  G 1/2 25 32 16 20 32

M 16x1.5 -  M 18x1.5 26 24 12 15 27

M 16x1.5 -  G 1/4 23 24 12 13 24

M 16x1.5 -  G 1/2 27 24 12 15 27

M 18x1.5 -  M 14x1.5 21 24 14 13 24

M 18x1.5 -  G 1/4 21 24 14 13 24

M 18x1.5 -  G 3/8 22 24 14 13 24

M 18x1.5 -  G 1/2 25 24 14 15 24

M 22x1.5 -  G 1/2 26 27 14 20 27

G 1 A -  G 3/4 32 41 18 18 41

G 1 1/4 A -  G 1 32 55 20 18 55

G 3/8 A -  G 1/8 11 22 12 8 22

G 1/2 A -  M 12x1.5 10 26 14 12 27

G 1/2 A -  M 14x1.5 9 26 14 13 27

G 1/2 A -  G 1/4 10 26 14 12 27

G 3/4 A -  M 16x1.5 10 32 16 12 32

G 3/4 A -  M 18x1.5 10 32 16 12 32

G 3/4 A -  G 1/4 12 32 16 13 32

G 3/4 A -  G 3/8 10 32 16 12 32

G 1 A -  G 3/8 17 41 18 35 41

G 1 A -  G 1/2 17 40 18 35 41

G 1 1/4 A -  G 3/4 20 55 20 20 55

G 1 1/2 A -  G 3/4 20 55 30 20 55
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Example for ordering: Reducing nipple with spigot threads G 1/2 A on internal threads G 3/8 (threads according to DIN ISO 228/1 (BSPP))

Reducing nipple G 1/2 A - G 3/8

Care must be taken to ensure that the sequence of the two threads is always as follows:  Spigot threads (G) - internal threads (g).
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