
Standard executions
Version Circuit ATEX Code Item

1.110.10

Switches ATEX
Directive 94/9/CE

Series of magnetic switches conforming to
94/9/EC Directive -
ATEX

For fixing brackets see page 1.120.1
For cylinder/reed swiches/brackets table see page 1.120.5

Electronic,
3 poles, with
flying lead 
flexible cable
2 mt.

II3D 071120         MK500A

NAMUR
2 poles, with
flying lead 
flexible cable
2 mt.

Technical data

Item MK500A BIM-INT-Y1X

Circuit Reed-Hall, PNP, 3 poles NAMUR, 2 poles

Switching Normaly Open, solid state output -

Voltage 10 ÷ 30 V DC 8,2 V DC

Switching current 100 mA max ≥ 2,1 mA

Contact rating - -

Voltage drop > 2,5 V -

LED Yellow

Cable Ø 3mm

Temperature range -25 °C ÷ +60 °C -25 °C ÷ +70 °C

Protection class IP67

ATEX certification II 2D Ex tD A22 IP67 T80°C X II 1G Ex ia IIC T6

II1G       071108      BIM-INT-Y1X

5,
1

5

6,
5

5,7 6,2

25,3

LED

5
6

32

25,3

LED

28,8

MK500A (ATEX II 3D) BIM-INT-Y1X (ATEX II 1G)




