
2.20.1

Electrically and pneumatically operated valves, sizes 15 and 18 mm
Sub-bases, size 15 mm

The blank intermediate sub-base can be used to separa-
te 2 inlets at different pressures on the same manifold.

Executions
Version Symbol Code Item

Intermediate 
035152 SB15A

sub-base

Intermediate
035153 SB15C

blank sub-base

End plate kit

one inlet and 035154 SB15CA

one blank

Ported end
035155 SB15AA

plates (2 off)

Manifold

blanking 035156 SB15T

plate

Mounting

bracket for 035151 PF1518

single valve

Interface for

sub-base from size 035157 SB1518

15 to 18 mm

The intermediate sub-base kit includes:
2 screws and 1 seal for mounting the valve
2 screws and 1 seal for assembling the manifold.

The end plate kit includes:
2 screws and 1 seal for assembling the manifold.

The interface kit includes:
2 screws and 1 seal for assembling the manifold.

Materials: Die-cast aluminium

Seals: Nitrile rubber (NBR)

Screws: Zinc plated steel 

A B C D E F

82 8,5 30 1,1 16 18,2

A B C D E F G H I J

1/4” 87 7 37 20 1,1 16 75 4,5 3

type: SB15A
SB15C

type: SB1518

type: SB15CA
SB15AA

type: PF1518
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2.20.2

Electrically and pneumatically operated valves, sizes 15 and 18 mm
Sub-bases, size 15 mm

Positions 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20

L 66 82 98 114 130 146 162 178 194 210 226 242 258 274 290 306 322 338 354

Overall dimensions for manifold with valves mounted
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