FJAIGNEP

Serie Function

Regolatori di pressione in Linea / In Line Pressure Regulator

Caratteristiche Tecniche / Technical Characteristics

Materiali e Componenti / Component Parts and Materials

1 Nipplo in ottone nichelato

2 Ghiera di bloccaggio in ottone nichelato
3 Pomolo di comando ottone nichelato

4 Supporto molla in oftone

5 Spillo in ottone

) Ghiera in ottone nichelato

7 Molla spillo in acciaio AlSI 631

8 Terminale in ottone nichelato

9 Corpo in tecnopolimero

10 Capsula in ottone nichelato

11 Spintore sgancio tubo in resina acetalica
12 Pinza d’aggraffaggio in acciaio AlSI 301
13 Anello di sicurezza in tecnopolimero

14 Guarnizione a labbro in NBR

15 Supporto guida tubo

16 Molla di contrasto

17 Guarnizione a fiorellino in NBR

18 Guarnizione O-Ring in NBR

Pressioni di Ingresso / Inlet Pressures

Pressione minima / Minimum pressure: 2 bar (0.2 MPQ)

Pressione massima / Maximum pressure: 10 bar (1 MPa)
*Impostare la pressione voluta sempre in salita.
*Set the pressure always uphill.

Campo di Regolazione / Regulation Range

Campo di Regolazione: 1 = 8 bar (0.1 + 0.8 MPa)
Regulation Range: 1 + 8 bar (0.1 + 0.8 MPa)

Tubi di collegamento / Connection Tubes

Tubi in materiale plastico:

PA6, PA11, PA 12, Polietilene, *Poliuretano, FEP, PTFE.

*Per tubi in Poliuretano é consigliata una durezza di 98 shore.
Plastic tubes:

PA6, PATI1, PA12, Polyethylene, *Polyurethane, FEP, PTFE.

*For Polyurethane hoses it is required a minimum hardness of
98 shore.

1 Nickel-Plated Brass Nipple

2 Nickel-Plated Brass locking nut

3 Nickel-Plated Brass Adjusting Knob
4 Spring support in brass

5 Brass Adjusting needle

6 Nickel-Plated Brass Sleeve

7 Spring Adjusting needle in Steel AlSI 631
8 End part in Nickel-Plated Brass

9 Techopoymeric Body

10 Nickel-Plated Brass Capsule

11 Acetalic resin collet

12 Steel AlSI 301 Clamping Washer
13 Technopolymeric safety ring

14 NBR Lip Seal

15 Brass Tube-Guide Support

16 Contrast spring

17 Flower seal in NBR

18 NBR O-Ring seal

Temperature / Temperatures

Temperatura minima / Minimum temperature: -20 °C
Temperatura massima / Maximum temperature:  +80 °C

Filettature / Threads

Gas conica “short” / "Short” Tapered thread.
Metrica conforme ISO R/262 / Metric in conformity with ISO R/262.

Fluidi compatibili / Fluids

Aria compressa / Compressed air.
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Aignep si riserva il diritto di variare modelli e ingombri senza preavviso.
Aignep reserves the right to vary models and dimensions without notice.
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